
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Appendix A - Site Inspection Report 

 
 

 

 

 

 

 

 

 

 

 

 

 

































































































 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Appendix B – Excel Scoring Sheet 

 

 
 

 

 

 

 

 

 

 

 

 

 

 



WEIGHTED CRITERIA

PART A - CLASSROOM OVERCROWDING (40%)

1
Classrooms facilitating students beyond room capacity, determined through number of students per 
classroom and classroom size 

Poor - most to all classrooms are accommodating students above capacity. 32 to 40 40

Criteria Item Score 40.0

PART B - WASH FACILITIES (20%)

2
WASH- Student ratio based on the Fiji National Building Code (FNBC) Infrastructure Standards (10%)

Poor - WASH-Student ratio for school toilet blocks falls below the ratio in the standard specified by FNBC.  8 to 10 10

2.1 Quality of facilities and current condition such as funtionality and maintenance (10%)

Poor - school toilet facilities are not maintained and the physical infrastructure cause major disturbances to 
end users. 8 to 10 9

Criteria Item Score 19.0

PART C - CONDITION OF INFRASTRUCTURE (20%)
3 Building structure and condition of walls, floors, ceilings, overall structural integrity (10%)

Poor - all building structures need remedial work to improve structural integrity and condition. 8 to 10 10

3.1 Maintenance and assessment of the upkeep of facilities including painting and repairs (10%)

Poor - school facilities are not maintained and the physical infrastructure cause major disturbances to end 
users. 8 to 10 10

Criteria Item Score 20.0

PART D - DISABILITY ACCESSIBILITY (10%) 
4 Accessibility features such as the presence of existing ramps, handrails, accessible toilets etc 

Poor - School buildings and facilities do not have accessibility features. 8 to 10 10

Criteria Item Score 10.0

PART E - DISASTER RESILIENCE (10%)

5
Presence and quality of measures for disaster resilience of buildings including structural measures, 
cyclone shutters and fire safety systems 
Poor - most or all school building structures are not resilient to natural disasters and do not have safety 
systems in place. 8 to 10 10

Criteria Item Score 10.0

TOTAL CRITERIA SCORE 99.0



  
 

Appendix C – Land Available for Expansion 

 

 
 

 

 

 

 

 

 

 

 

 

 

 



NRW MACALLAN (FIJI) LTD
CONSULTING ENGINEERS
CIVIL, STRUCTURAL, ELECTRICAL, MECHANICAL & PROJECT MAMAGEMENT
79 RATU MARA ROAD, SAMABULA, SUVA.
P O BOX 1208, SUVA. PHONE: (679) 3313 388, FAX (679) 3302903
EMAIL: info@nrwmacallan.com.fj

SCHOOL NAME:

(1) SUVA PRIMARY SCHOOL

LEGENDS

SCALE: NOT TO SCALE

BUILDINGSB#
PLAYGROUND

TAP/ WASH AREAS
WATER STORAGE FACILITY
SEPTIC TANK
LAND AVAILABILITY

PG#
WC#
T#
WS#
SEP#

TOILETS

LA#
PONDS/CREEKS/DRAINAGEDR#
HOSTELS

DINING/FOOD AREA
EFL POSTS/JUNCTION BOX
CAR PARK
WALKWAY

H#
ST#
F#
EFL#
CP#

STAFF QUARTERS

WW#

NOTE:

B1

B3 WS

B2
B5

B4

B6B7

B8

CARPARK

WW1

PG




